




	
Art. No. SX-TAF-140 D SX-TAF-170 D SX-TAF-200 D SX-TAF-230 D SX-TAF-260 D

Type SOCKET-X 140 Design SOCKET-X 170 Design SOCKET-X 200 Design SOCKET-X 230 Design SOCKET-X 260 Design

Function Desktop connector panel in compact design. 
The SOCKET-X 140 has a grid of 3 fields, which 
can be modularly equipped with connection 
sockets for power (AC), audio, video, data and 
buttons. Convenient to use magnetic closure 
mechanism, which also serves as a cable 
feed-through. Installation width 100mm, there-
fore form-fitting combination with CONVERS 
and FOLD! Integrated mounting mechanism for 
tool-free installation.

Desktop connector panel in compact design. 
The SOCKET-X 170 has a grid of 4 fields, which 
can be modularly equipped with connection 
sockets for power (AC), audio, video, data and 
buttons. Convenient to use magnetic closure 
mechanism, which also serves as a cable 
feed-through. Installation width 100mm, there-
fore form-fitting combination with CONVERS 
and FOLD! Integrated mounting mechanism for 
tool-free installation.

Desktop connector panel in compact design. 
The SOCKET-X 200 has a grid of 5 fields, which 
can be modularly equipped with connection 
sockets for power (AC), audio, video, data and 
buttons. Convenient to use magnetic closure 
mechanism, which also serves as a cable 
feed-through. Installation width 100mm, there-
fore form-fitting combination with CONVERS 
and FOLD! Integrated mounting mechanism for 
tool-free installation.

Desktop connector panel in compact design. 
The SOCKET-X 230 has a grid of 6 fields, which 
can be modularly equipped with connection 
sockets for power (AC), audio, video, data and 
buttons. Convenient to use magnetic closure 
mechanism, which also serves as a cable 
feed-through. Installation width 100mm, there-
fore form-fitting combination with CONVERS 
and FOLD! Integrated mounting mechanism for 
tool-free installation.

Desktop connector panel in compact design. 
The SOCKET-X 260 has a grid of 7 fields, which 
can be modularly equipped with connection 
sockets for power (AC), audio, video, data and 
buttons. Convenient to use magnetic closure 
mechanism, which also serves as a cable 
feed-through. Installation width 100mm, there-
fore form-fitting combination with CONVERS 
and FOLD! Integrated mounting mechanism for 
tool-free installation.

Material Milled aluminum, silver or black anodized; stain-
less steel, brushed; steel black powder-coated 
RAL9011 fine structure matt

Milled aluminum, silver or black anodized; stain-
less steel, brushed; steel black powder-coated 
RAL9011 fine structure matt

Milled aluminum, silver or black anodized; stain-
less steel, brushed; steel black powder-coated 
RAL9011 fine structure matt

Milled aluminum, silver or black anodized; stain-
less steel, brushed; steel black powder-coated 
RAL9011 fine structure matt

Milled aluminum, silver or black anodized; stain-
less steel, brushed; steel black powder-coated 
RAL9011 fine structure matt

Dimensions 140mm x 100mm x 32mm (LxWxD) 170mm x 100mm x 32mm (LxWxD) 200mm x 100mm x 32mm (LxWxD) 230mm x 100mm x 32mm (LxWxD) 260mm x 100mm x 32mm (LxWxD)

Mass 840 gr. (incl. Modules) 990 gr. (incl. Modules) 1,140 gr. (incl. Modules) 1,290 gr. (incl. Modules) 1,440 gr. (incl. Modules)

Erhältliche Module (Anschlussbuchsen und 
Taster)

country-specific AC power, HDMI, Displayport, 
DVI, VGA, XLR, audio jack, RJ45, USB-A (data), 
USB-C (data), USB -A (power), USB-C (power), 
cable retractor, cable aperture, push-button, 
dummy insert. More on request.

country-specific AC power, HDMI, Displayport, 
DVI, VGA, XLR, audio jack, RJ45, USB-A (data), 
USB-C (data), USB -A (power), USB-C (power), 
cable retractor, cable aperture, push-button, 
dummy insert. More on request.

country-specific AC power, HDMI, Displayport, 
DVI, VGA, XLR, audio jack, RJ45, USB-A (data), 
USB-C (data), USB -A (power), USB-C (power), 
cable retractor, cable aperture, push-button, 
dummy insert. More on request.

country-specific AC power, HDMI, Displayport, 
DVI, VGA, XLR, audio jack, RJ45, USB-A (data), 
USB-C (data), USB -A (power), USB-C (power), 
cable retractor, cable aperture, push-button, 
dummy insert. More on request.

country-specific AC power, HDMI, Displayport, 
DVI, VGA, XLR, audio jack, RJ45, USB-A (data), 
USB-C (data), USB -A (power), USB-C (power), 
cable retractor, cable aperture, push-button, 
dummy insert. More on request.

LED Lighting optional optional optional optional optional

Extension frame for 30mm deeper connection 
points, combinable	

optional optional optional optional optional
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SOCKET-X 140 SOCKET-X 170 SOCKET-X 200 SOCKET-X 230 SOCKET-X 260

Dimensions
We‘d be delighted to offer our expertise in the planning and selection of the right solution for your
needs. If required, we can send further technical drawings, detailed photographs, material samples
and, of course, demo devices – perfect to handle and try out.

Simply call us on +49 (0)7222 96654-20
Or send us an e-mail at: info@element-one.de
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